
SMART DOUBLE COMVERSION

lñPv_ø (On-Line) BG ú×_Úô óôlG AC úünÓO ÐGBñ_ì êOAoB_Ö ÿBøxA þKõü qA ÿp_u òüA

,RBðBuõð úG úWõO óôlG lðokBÚ ô ûly þcApÆ Double Conversion ÿsõèõñßO BG ú_Þ

IuBñì wðBÞpÖ ô sBPèô BG Ao êìBÞþuõñýu ÝpG ûoAõíø ó@ ÐÇÚ þPc ô pùy ÝpG RæçPgA  

ÿoõ_vuôpKôpßýì lñí_yõø ëpPñÞ îPvýu úG rùXì SDC ÿpu ÿBøxAþK õü .lñüBíð òýìBO 

.kõzýì ïBXðA ó@ ÈuõO BùPívÚ þìBíO ok BøBÇg ÀýhzO òýñ`íø ô ëpPñÞ IýOpO òülG ô ûkõG

,ÿpý_âûqAlðA ÜýÚk ÿB_øûBãPuk ÿp_OõýLìB_Þ ÿBùíPvýu ok lñðAõO þì BøûBã_Puk qA ÿp_u òüA

          .lðpýâ oApÚ ûkB×PuA koõ_ì ... ô þOAp_GBh_ì RArýùX_O ,þßyr_K ,þøBãz_üB_ìq@ xB_vc êüB__uô 

  ÿBøëlì ok  RoõK ÿAoAkPLUS USB

     óly úÖBÂA ô RS232 lñíyõø þÆBHOoA ûBâok úG rùXì

PLUS  ÿBøëlì ok USB ûBâok

    xA þKõü Ðüpu ókpÞ }õìBg óBßìA ô EPO ëBñýìpO ÿAoAk

ÿoApÇÂA ÈüApy ok 

   ûBãPuk óqô ô îXc {øBÞ QùW äñý`ýDõu ÿsõèõñßO qA ûkB×PuA



105% up to 125% of nominal power for 1 minute

126% up to 150% of nominal power for 30 seconds
126% up to 150% of 
nominal power for 

0.4 second

Sealed lead acid, no need for maintenance

No

4~10 hours after 90% of discharge

In AC line >85%

 0msec

0~80%(non condensing)

1000 meters max. Elevation(based on IEC62040 standard)

MODEL
SDC1000X-RT-PLUS

SDC1000B-RT-PLUS

      

SDC2000X-RT
PLUS  

SDC2000B-RT-PLUS     SDC3000X-RT
PLUS     

SDC6000X-RT
PLUS            

Technology

Nominal Power

IN
P

U
T

O
U

T
P

U
T

1000VA - 900W                  2000VA - 1800W                 3000VA - 2700W  6000VA - 5400W

Frequency

Voltage

Max. Current

Phase

Nominal Power Factor

Voltage

Current

Phase

Frequency

Nominal Power Factor

Overload capacity

Voltage

Internal Battery

Type

B
a
tt

e
ry Recharge time

Max. charge current

External Battery

Efficiency

Switch time

E
n
vi

ro
n
m

e
n
ta

l 
co

n
d
iti

o
n

Temperature

Humidity

Height

Dimensions
(W*D*H)

Grossed

Weight
Grossed

Net

5.5A                                     11A                                     16A                       30A 

    9.1A                                    13.6A                     27.3A

Single phase

Single phase

0.9

At liner load <2%

36VDC                                48VDC                                  96VDC                 240VDC

6A                                                    5.5A                      1.7A

530*620*250

                             13.8                       24                        15.5                       20.5

                               11.8                        22                       13.5                       18.3

Regulation +1%

4.5A

Auditory noise

Environmental
conditions

(At a distance of one meter device)
<41 dB <48 dB 

Yes
Yes No

No

10

12

Yes
No

Yes No Yes

20

18

530*620*205

SDC2000-BW-PLUS     



105% up to 125% of nominal power for 1 minute

126% to 150% of nominal power for 30 seconds
126% up to 150% of 
nominal power for 

0.4 second

In AC line >85%

0~80%(non condensing)

SDC1500BW

      

SDC1500X-RT SDC2000X-RT SDC3000X-RT SDC6000X-RT          

Technology

Nominal Power

IN
P

U
T

O
U

T
P

U
T

1500VA - 1050W  2000VA - 1400W 3000VA - 2100W 6000VA - 4200W

Frequency

Voltage

Max. Current

Phase

Nominal Power Factor

Voltage

Current

Phase

Frequency

Nominal Power Factor

Overload capacity

Voltage

Internal Battery

Type

B
a
tt

e
ry

Recharge time

Max. charge current

External Battery

Efficiency

Switch time

E
n
vi

ro
n
m

e
n
ta

l 
co

n
d
iti

o
n

Temperature

Humidity

Height

Dimensions
(W*D*H)(mm) Grossed

Weight
Grossed

Net

8A                                         11A                            16A                          30A 

6.8A                                       9.1A                     13.6A                     27.3A

Single phase

Single phase

0.7

At liner load <2%

48VDC                                  96VDC                 240VDC

6A                        5.5A                      5.5A                      1.7A

530*620*250

                             13.3                      14.2 15.2                       20.5

                               11.3                      12.2                          13.2                       18.3

Regulation +1%

Auditory noise
(At one meter distance form device) <41 dB <48 dB 

Yes No

1.4A

530*620*205

MODEL

96VDC                 

No  Equipped with special connector for connecting to battery cabinet 

From normal mode to battery mode and vice versa: 0msec       

4~10 hours for 90% charge(depends on battery capacity)

1000 meters max .elevation(based on IEC 62040 standard)

50+3Hz

 220VAC+1% Pure Sine Wave

 at non-linear full load

Sealed lead acid batteries with free maintenance

In AC  Line: 50+5Hz  or +3Hz / In Battery mode: 50+0.01Hz

24.4  

22.4
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